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in countries signatory to MARPOL 73/
78 and listed in accordance with para-
graph (b) of this section; and

(2) Prewash the cargo tank as re-
quired under § 153.1118 after each Cat-
egory B or C NLS is unloaded unless
the prewash is allowed to be omitted
under § 153.1114;

(b) A list of—
(1) All foreign ports or terminals at

which the ship is expected to load or
discharge Category B or C NLS cargo,
and

(2) All foreign ports or terminals at
which the ship is expected to discharge
Category B or C NLS residue from the
tank;

(c) An estimate of the quantity of
NLS residue to be discharged to each
foreign port or terminal listed under
paragraph (b)(2) of this section;

(d) Written statements from the own-
ers of adequate reception facilities in
the ports and terminals listed in ac-
cordance with paragraph (b)(2) of this
section who have agreed to take NLS
residue from the ship, showing the
amount of NLS residue each agrees to
take; and

(e) A written attestation from the
person in charge of each port or termi-
nal listed in accordance with paragraph
(b)(1) of this section that the adminis-
tration has determined the port or ter-
minal to have adequate reception fa-
cilities for the NLS residue.

NOTE TO § 153.483: Certificates of Inspection
and any IMO Certificates issued to ships on
restricted voyage waivers indicate that while
the ship carries an NLS cargo or NLS resi-
due, it is limited to voyages between the
ports or terminals listed on the certificate.

[CGD 81–101, 52 FR 7781, Mar. 12, 1987, as
amended by CGD 81–101, 53 FR 28975, Aug. 1,
1988 and 54 FR 12629, Mar. 28, 1989]

§ 153.484 Prewash equipment.
Unless the ship operator shows that

the prewash equipment specified in this
section will be available at discharge
or prewash facilities or the equipment
is waived under § 153.491, to have its
Certificate of Inspection or Certificate
of Compliance endorsed to carry a Cat-
egory A NLS or a Category B or C NLS
requiring viscosity or melting point in-
formation under § 153.908 (a) and (b), a
ship must have the following:

(a) For the tanks that carry the NLS,
a tank washing system capable of
washing all interior tank surfaces ex-
cept those shielded from the washing
system spray by ship’s structure, and
consisting of a wash water supply sys-
tem and—

(1) A fixed tank washing machine in
each tank; or

(2) A portable tank washing machine
and, if required by the Coast Guard,
equipment to move it during washing
and when storing.

(b) Piping, valving, and crossovers
needed to arrange the cargo piping so
that the wash water passes through the
cargo pump and cargo piping during
tank washing or discharge of tank
wash water.

(c) If the approved Procedures and
Arrangements Manual specifies the hot
water prewash required under 153.1108,
a means of supplying water to the tank
washing machine under paragraph (a)
of this section at—

(1) A temperature of at least 60 °C
(140 °F) when it leaves the washing ma-
chine; and

(2) The flow rate needed for the wash-
ing machine jets to meet paragraph (a)
of this section.

§ 153.486 Design and equipment for re-
moving NLS residue by ventilation:
Categories A, B, C, and D.

(a) If NLS residue is to be removed
from a cargo tank by ventilation, in
addition to the equipment required
under paragraph (b) of this section the
ship must have—

(1) Openings in the tank deck near
the sump or suction point;

(2) If the openings required by para-
graph (a)(1) of this section are insuffi-
cient, an access opening for visually
determining whether liquid remains in
the sump area of the cargo tank after
ventilation or some other means for
making this determination; and

(3) An approved Procedures and Ar-
rangements Manual with instructions
that meet § 153.490(b)(3).

(b) Unless the ship operator shows
that the ventilation equipment speci-
fied in this paragraph will be available
from shore when needed, if NLS residue
is to be removed from a cargo tank by
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